Card reader
PRODUCT PORTFOLIO
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125khziz k#ia%51/125khz card reader series

125kHz RFNIER BB — MR W I DIEFIRE. EEAIED, ATLESRE (BIEEA) , TRIMIEIR,
R AT RmEERRENIERF, sEIEERFIDRFANFIISHESREROMEZEK, BITEMRENS.

The 125kHz series card reader is a driver-free ID card reader device. During use, it can be plugged and plugged at will (plug and play)
without external power supply.The user does not need to load any driver, can read the serial number in the RFID card and output it to
the computer through the data interface, which is equivalent to automatic keyboard input.

H A S¥1/Basic parameters
Y ¥+ FH/Support card: TK4100,T5577 and ID card etc
T 1E3=/working frequency:125khz

& [O/interface:USB/RS232

T {E88 % /Working current:5V  100mA
R~F/size:104*70*15mm

& =/weight:200g

R58D

E A5 % /Basic parameters

Y ¥/ /Support card: TK4100,T5577 and ID card etc
T 1E$5% /working frequency:125khz

8

##/interface:Wireless 2.4G. Bluetooth. USB (charging only)
T {EHE3%/Working current:5V  100mA
R~} /size:95*50*22mm

&E8/weight:509 B— —

R20D/R20DC/R20H/R21D

£ K& % /Basic parameters

Y ¥+ F/Support card: TK4100,T5577 and ID card etc
T {E$m= /working frequency:125khz

$# O /interface:USB/RS232

T {8835 /Working current:5V  100mA
R} /size:104*68*10mm
E&8/weight:140g

ps:R20H Support card Hid card / R20DC Support card IC/ID




R30D/R30DC/R30H/R31D

X #F B /Support card: TK4100,T5577 and D card etc
T 135 /working frequency:125khz
##0/interface:USB/RS232

T {6835/ Working current:5V  100mA
R~t/size:104*68*10mm

=& /weight:140g

ps:R30H Support card Hid card / R30DC Support card IC/ID

R65D 7]

H A& % /Basic parameters
R F/Support card: TK4100,T5577 and ID card etc

T 135% /working frequency:125khz

#/interface:micro USB

T {EH3%/Working current:5V  100mA

R~T/size:35*35*8mm(Does not include USB interface) -
=8 /weight:50g

R80D

Y #FH/Support card: TK4100,T5577 and ID card etc

T {E$0= /working frequency:125khz
#%[/interface:USB

T 1 3%/Working current:5V  100mA
R=t/size:105*65*15mm
E&E/weight:70g




R10D/R10DC/R10H/R11D

¥+ F/Support card: TK4100,T5577 and ID card etc

T {E$%Z /working frequency:125khz
#0/interface:USB/RS232

T 1%/ Working current:5V  100mA
R~t/size:110*80*26mm

E=/weight:160g

ps:R10H Support card Hid card / R10DC Support card IC/ID

R20XD

H A5 #/Basic parameters

¥+ F/Support card: TK4100,75577 and ID card etc

T 1352 /working frequency:125khz

#0/interface:micro USB ///
T 16835 /Working current:5V  100mA

R~} /size:94*60*10mm

E&2/weight:130g
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R40DB

S ¥+ F/Support card: TK4100,T5577 and D card etc
T 135i# /working frequency:125khz
#0/interface:USB

T 163%/Working current:5V  100mA
R~t/size:105*65*15mm

E£/weight:110g




R60D
E A S¥/Basic parameters

S #FFF/Support card: TK4100,75577 and ID card etc
T &353R /working frequency:125khz
##0/interface: USB

T &3/ Working current:5V  100mA
R~t/size:75*21*7mm
E£/weight:10g

R90D

E K54 /Basic parameters

¥ /Support card: TK4100,75577 and D card etc
T {E5R=/working frequency:125khz

##0/interface:USB (il
T {Ef3/Working current:5V  100mA %‘Q
Rst/size:133*80*16mm \\

= 2/weight:120g # 5 1

R95D
HARS%1/Basic parameters

¥ F/Support card: TK4100,75577 and 1D card etc
T 1E5m%/working frequency:125khz

#[/interface: USB

T 1E63%/Working current:5V  100mA
R~F/size:133*80*16mm

E2/weight:220g




R98D

HRS¥/Basic parameters

X #5FF/Support card: TK4100,T5577 and ID card etc
T E$0% /working frequency:125khz

#0/interface: USB
T B3R/ Working current:5V  100mA
R=T/size:75*21*7Tmm

=& /weight:10g

Z10-WG26/WG34/RS232/RS485

E K5 ¥/Basic parameters

¥ ¥ K /Support card: TK4100,T5577 and ID card etc

T {E$m% /working frequency:125khz
#/interface:WG26/WG34/RS232/RS485

T {EEE3R/Working current:12V  150mA
R~F/size:240*235*35mm

= 8/weight:1.5kg

RNO1

E K5 ¥/Basic parameters
S #+FH/Support card: TK4100,T5577 and D card etc

E wﬁe B /Poewr:2AAA battery, it can use 20.000 times
R
#[0/interface: RS232/RS485

T {E883%/Working current: 12V 150mA

R~T/size:71*117*31mm

E 2 /weight:56g




134.2kHzi% FE285%1/134.2khz card reader series

134. 2kHZSNFRIER 32 2 A TaIARL AR AR AL, T2 AT &Y ER, RARBIAEIEKF, AT A THRXAE
L ERER

134.2kHz frequency card readers are mostly used for identification and reading of animal tags. They are widely used in animal
husbandry management to improve the management of farms and pastures. They can also be used for traceability
of related meat products.

W90A

H A S /Basic parameters
K K /Support card: EMID,FDX-A,FDX-B

T E55# /working frequency:125khz/134.2khz

[ /interface:micro USB

T e /Working current:3.7V  150mA
R=~t/size:135*60*13mm

E&/weight:110g

W9o0B

H A S /Basic parameters

T #FH/Support card: EMID,FDX-A,FDX-B

T {E3%i% /working frequency:125khz/134.2khz
$#0/interface:micro USB

T {E83%/Working current:3.7V 150mA
R~t/size:168*88*15mm

E£/weight:120g
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W91
§&7@ H A& /Basic parameters

S #%FF/Support card: EMID,FDX-A FDX-B
- T k355 /working frequency:125khz/134.2khz
2 ##% 0 /interface:micro USB

T £/ Working current:3.7V 150mA
R~t/size:290*145*30mm
&= /weight:500g




W81
HE R4 ¥/Basic parameters

X #5+ F/Support card: EMID,FDX-A,FDX-B
T 135 /working frequency:125khz/134.2khz
#0/interface:micro USB/RS232

T {Ee3%/Working current:5V  100mA

=T /size:105*65*15mm

E=/weight:110g

W82
H A 5% /Basic parameters

X #FFF/Support card: EMID,FDX-A FDX-B
T &30 /working frequency:125khz/134.2khz

##0/interface:micro USB/

T {68 %/Working current:3.7V  150mA
R~t/size:104*68*10mm
E=/weight:120g

W86
H A S%1/Basic parameters

X ¥+ H/Support card: EMID,FDX-A,FDX-B
T e85 /working frequency:125khz/134.2khz
#0/interface:micro USB

T {Ef3%/Working current:3.7V  150mA
R~t/size:35*35*8mm
E8/weight:20g




W81
F RS ¥1/Basic parameters

¥ F/Support card: EMID,FDX-A,FDX-B
T {E$m/working frequency:134.2khz

$# O /interface:RS232/RS485/

T {E83%/Working current:5V  100mA
R=t/size:105*65*15mm

E 8 /weight:110g

W70
HE A S#1/Basic parameters

*#%k K /Support card: EMID,FDX-A,FDX-B

LF Reader

T 135i% /working frequency:134.2khz

#%O/interface:RS232/RS485/WG26/WG34

T k3% /Working current:3.7V 150mA
R~F/size:260*260*35mm

E=/weight:1.5kg

13.56Mhz Card Reader Series

The universal card reader designed with 13.56M non-contact radio frequency technology can be plugged and inserted at will
(plug and play) during use, without external power supply, and users do not need to load any drivers. The reading is stable,
accurate and reliable. It is widely used in Internet cafes, membership management, KTV film and television VOD ordering system,

fast food restaurant ordering system, office/shopping mall/bath center storage box security control, various anti-counterfeiting systems
and production process control, data collection and other fields.

RAI13. SOMIER ST SN AR T T A RIE A ELE R85, AfAEES, TLBEERE (BEEIA) , ARASMIEIE,
RARTRMBEMRIER, SRR ERETRE. ZNATRIE, SREE, KIVEVODRR AL, REELBRL.
DR/EH/FRPOEIEN RS, SMBhRGERES IR, BEREFRL.

R15C

X #5+ K /Support card: MF S50/S70 etc 14443A protocol
T {E$%% /working frequency:13.56Mhz

#& O /interface:RS232/RS485/WG26/WG34

T {EeE 3% /Working current:5V  100mA
R~t/size:104*70*15mm

&8 /weight:200g




R58C

H A5 % /Basic parameters

%+ K /Support card: MF S50/S70 etc 14443A protocol
T 1E35% /working frequency:13.56Mhz
\ # [ /interface:Wireless 2.4G, Bluetooth ,USB (charging only)
| T {3/ Working current:5V  100mA
R~F/size:95*50*22mm
E & /weight:50g

R20C

¥+ F/Support card: MF S50/S70 etc 14443A protocol
T {57 /working frequency:13.56Mhz
#0/interface:USB/RS232

©

T k835 /Working current:5V  100mA
R~t/size:104*68*10mm

E8/weight:140g

R30C/R30B/R3093/R31C
R31B/R3193/W30A/W31A

E RS #/Basic parameters
R30/R31C/W30A/W31A Support card S50/S70 etc 14443A protocol

R30B/R31B Support card 14443A ,14443B protocol

R3093/R3193 Support card | Code Il 15693 protocol compatible card

T 1635% /working frequency:13.56Mhz

##0/interface: USB/RS232
T {E683%/Working current:5V  100mA
R~F/size:104*68*10mm

E 2 /weight:140g




R65C

XK /Support card: MF S50/S70 etc 14443A protocol
T {E$7= /working frequency:13.56Mhz
##%0/interface:micro USB

T {835/ Working current:5V  100mA
R~t/size:35*35*8mm(Does not include USB interface)
=2 /weight:20g

R80C/W80A

¥+ /Support card: MF S50/S70 etc 14443A protocol

T e85 /working frequency:13.56Mhz

$#/interface:USB

T {EB3%/Working current:5V  100mA
R~} /size:105*65*15mm

%8 /weight120g

R10C /R10B /R1093 /R11C/
R11B /R1193 /W10A /W10S/
W1093 /W11A /W11S /W1193

E K& /Basic parameters

Sk F/Support card: MF S50/S70 etc 14443A protocol
T {E$m=/working frequency:13.56Mhz

##0/interface: USB/RS232

T {E833%/Working current:5V  100mA
R~t/size:110*80*26mm

=& /weight:160g
PS:R1093/R1193/W1093/W1193 Support card:

| Code Il 15693 protocol compatible card




R20C/R21C/W20A/W20S/W21A

E AR5 /Basic parameters

Y #FF/Support card: MF S50/S70 etc 14443A protocol

T 1352 /working frequency:13.56Mhz
##[0/interface:USB

T {835/ Working current:5V  100mA
R~t/size:104*68*10mm
E82/weight:140g

R2093/R2193/W2093/W2193 R20B/R21B/W20Q/W21Q

E RS #1/Basic parameters F RS ¥1/Basic parameters

X ¥ F/Support card:| Code Il 15693 protocol compatible card |  3Z#F-F/Support card: 14443A protocol and 14443B protocol
## [0 /interface:USB/RS232 ##0/interface:USB/RS232
R2193/W2193 interface RS232 W20Q/W21Q Support card: ISO1443A,1ISO1443B,1ISO15693

R20XC

H A& #1/Basic parameters
S $%+F/Support card: S50/S70 etc 14443A protocol

T 1372 /working frequency:13.56Mhz
##0/interface:USB

T {8 3%/ Working current:5V  100mA
R~t/size:94*60*10mm

=8 /weight:130g

®

R40CB

¥+ F/Support card: S50/S70 etc 14443A protocol
T 1630 /working frequency:13.56Mhz
##[/interface: USB/RS232

T B85/ Working current:5V  100mA
R~}/size:105*65*15mm

=& /weight:110g




R60C/W60A/R6093
B

&% #1/Basic parameters

S #-FH/Support card: S50/S70 etc 14443A protocol

T &35 /working frequency:13.56Mhz

#0/interface: USB

T {Ef83%/Working current:5V  100mA

R~T/size:75*21*7Tmm

E2/weight:10g

ps:R6093 Support card | Code Il 15693 protocol compatible card

R90C

H A5 #/Basic parameters

X ¥+ K /Support card: S50/S70 etc 14443A protocol

T {E552R/working frequency:13.56MHz

#0/interface: USB

T k8% /Working current:3.7V  150mA

R~t/size:133*80*16mm

E&/weight:120g

R95C

E RS #1/Basic parameters

X ¥ F/Support card: S50/S70 etc 14443A protocol
T &35 /working frequency:13.56MHz
#0/interface:USB

T {8 3%/Working current:3.7V  150mA
R=t/size:35*35*8mm

=& /weight:20g




R98C

XK H/Support card: S50/S70 etc 14443A protocol
T 135 /working frequency:13.56Mhz
#O/interface: USB

T k=835 /Working current:5V  100mA
R~F/size:135*85*28mm

E2/weight:120g

915MHzi%: k#54%1/915Mhz card reader series

915Mhz frequency reader is mostly used for UHF tag identification and reading. It is compatible with ISO 18000-6C standard.
It is widely used in club management, library, student status, consumption management, attendance management,
dining management, swimming pool management and other systems.

915Mhz 3L E 35 % A TR SRS RIRBIELEL, FRA1S0 18000-6CHRf, 7EBFRIEE. EHIE. FEFHE.
HEREE, THEE. REER. MhERFRGBMER TIZHER.

R16-7DB

F ¥ F/Support card: ISO 18000-6C(EPC GEN2)

T k352 /working frequency:915MHz

$#O/interface: WG26/WG34/WG98,RS232/RS485,USB, TCP
3#E-FEEES/Card reading distance: 0-5m (high power 0-8m)

T {637 /Working current:9V  150mA
R~F/size:215*215*50mm

E&2/weight:0.8kg

R16-8DB

% #%-F & /Support card: 1ISO 18000-6C(EPC GEN2)
T k35 %/working frequency:915MHz
¥ /interface: WG26/WG34/WG98,RS232/RS485,USB, TCP

%+ #E 5/ Card reading distance: 0-5m (high power 0-8m)
T {E63%/Working current:9V  100mA

R~t/size:240*245*50mm
 ———— E8/weight:1.2kg







